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INSPECTION CAMERA WITH 4.3” DISPLAY

The Aerpro Bullant G9100 Inspection Camera with large 4.3” colour LCD display 
is the ideal tool for inspecting hard to reach places. The small 5.2mm waterproof 
camera with LED light is mounted on a 1.0m flexible shaft, allowing the camera to 
be positioned virtually anywhere. It has many applications including; viewing 
around the vehicle engine bay, finding hidden pipes and cables behind walls, 
identifying blockages in pipes, vents and more. The included attachments can be 
used to retrieve rings, bolts, nuts and other small items that have fallen into gaps or 
crevices. This inspection camera can also record footage and take images for 
future playback and viewing when a micro SD card is installed (not included).
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SPECIFICATIONS

DISPLAY

SCREEN RESOLUTION

CAMERA IMAGE SENSOR

CAMERA EFFECTIVE PIXELS

DIAMETER OF CAMERA HEAD

CAMERA WATERPROOF RATING

IMAGE ZOOM

PHOTO FORMAT

VIDEO FORMAT

MICRO SD CARD SUPPORT

POWER SUPPLY

POWER CONSUMPTION

OPERATING TEMPERATURE

STORAGE TEMPERATURE

OPERATING HUMIDITY

INCLUSIONS

4.3” TFT LCD

800(RGB) x 480 PIXELS

CMOS

1280 x 720

5.2MM

IP67

2x DIGITAL ZOOM

JPG

AVI

2-32GB (NOT INCLUDED)

4x AA BATTERIES (NOT INCLUDED)

360MA (MAX)

-10°C TO +50°C

-20°C TO +60°C

15% - 85% RH

INSPECTION CAMERA
MAGNETIC TIP
MIRROR TIP
HOOK TIP
PROTECTIVE CASE
USER MANUAL

View pipe blockagesView vehicle engine bay

Micro SD Slot

USB Interface

Record/Snapshot

Zoom/Color/BW

LED Brightness Adjustment

Playback/Delete

Power On/Off

Screen Brightness Adjustment/Flip-Mirror

STRUCTURE

Notes:
1. Do not bend camera shaft where it connects to the receiver.
2. The camera and lense are waterproof but the receiver is not.
3. When the poduct is not in use, remove the batteries.
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