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NEW PRODUCT BULLETIN

Loctite is the world’s leading brand for adhesives, sealants and surface treatments.  
With breakthrough technology, LOCTITE provides solutions that deliver on CoolDrive’s goal  

of providing leading products ranges that are durable, strong and long lasting.

As used by

Part Number Product Size

679042 Automotive Double Sided Tape 24mm x 2.5m

679043 Automotive Double Sided Tape 12mm x 4m

679045 Double Sided Mounting Tape 12mm x 2m

680212 Cloth Tape Black 48mm x 4.5m

680221 Seal & Join Tape Silver 48mm x 30m

743636 Masking Tape S/Wrap 48mm x 50m

745293 Electrical Tape Black 18mm x 20m

745329 Self-Amalgam Weld Tape Black 25mm x 3m

745331 Cloth Tape Black 48mm x 25m

745332 Cloth Tape Blue 48mm x 25m

745334 Cloth Tape Red 48mm x 25m

745335 Cloth Tape Silver 48mm x 25m

745345 Cloth Tape Assorted 48mm x 4.5m

745346 Cloth Tape Black 48mm x 4.5m

CLINGTAPE™ TAPE
Clingtape™ Cloth Tape is the most reliable multipurpose tape available. Known as 100 Mile an Hour Tape it will maintain 
its adhesion when subjected to winds travelling at up to 100 miles per hour (160km/h). A multi-purpose, waterproof, 
adhesive repair tape - suitable for minor mending and fastening applications in your home, yard, car or office.  
This tough and resilient tape is waterproof adheres to most surfaces, making it the ideal emergency repair tape for  
the car in speed sensitive situations.

Clingtape™ Duct Tape provides excellent electrical insulation and adhesion with high resistance to temperature 
extremes. Moisture resistance of film makes it suitable for pipe wrapping and protection.



NEW PRODUCT BULLETIN

AUS: www.cooldrive.com.au
NZ: www.cooldrive.co.nz

Automotive is in our DNA

No. 18 - 2021

Part Number Product Size

2201153 567 - Threadsealant - Controlled Strength - High Temperature 6ml

2200671 567 - Threadsealant - Controlled Strength - High Temperature 50ml

234473 569 - Threadsealant - Low Strength - Fast Cure - Hydraulic 50ml

2200959 577 - Threadsealant - Medium Strength - High Pressure 50ml

THREAD SEALANTS
LOCTITE® thread sealants seal and secure metal pipes and fittings, filling the space between threaded metal parts. 
Thread sealants harden to prevent leakage caused by vibration loosening, tape shredding, solvent evaporation, 
damaged threads and temperature cycling.

Designed for low and high pressure applications, thread sealants seal instantly for on-line low pressure testing.  
When fully cured, they seal to the burst strength of most piping systems.
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THREAD SEALANTS

LOCTITE® THREAD SEALANT 
STICK 
HIGH PERFORMANCE
The LOCTITE® Thread Sealant Stick is a single-
component, semisolid anaerobic pipe sealant 
compound. The self-feeding applicator stick 
facilitates application of the material where a 
conventional liquid or paste would be difficult to 
use. LOCTITE® Thread Sealant Stick cures rapidly 
to provide immediate low pressure sealing. The 
controlled lubricity prevents galling and protects 
mated threaded areas from rust and corrosion, 
and eases disassembly. Recommended for 
sealing metal tapered pipe threads and fittings in 
automotive applications.

Typical Applications: Stainless steel fittings, oil 
and coolant lines, fuel fittings, rear axle fill plug, 
intake manifold switches, head bolts into through 
holes, oil psi-sending units and sensors.

Item Container Size Pack
504467 19 g stick 6

LOCTITE® THREAD SEALANT 545™ 
PNEUMATIC/HYDRAULIC 
LOCTITE® Thread Sealant 545™ is 
designed for locking and sealing high-
pressure pneumatic and hydraulic 
systems. The pneumatic/ hydraulic 
sealant contains no fillers or particles that could 
contaminate system fluids, foul valves, or clog 
fine filters and screens. Reliably cures on “as 
received” fasteners. Controlled locking strength 
allows easy disassembly. 

Typical Applications: Hydraulic line fittings, 
brake fittings, transmission fluid fittings, 
PTO fittings.

Item Container Size Pack
492145 36 ml bottle 6

LOCTITE® THREAD SEALANT 565™

HIGH PERFORMANCE
This controlled strength sealant is 
formulated specifically for metal, 
tapered pipe thread fittings. LOCTITE® 
565™ Thread Sealant replaces most 
tapes and pipe dopes. Cures rapidly to withstand 
10,000 psi. Perfect as a replacement for pre-
coated parts. Prevents galling and protects mated 
threaded areas from rust and corrosion. 

Typical Applications: Stainless steel fittings, 
head bolts into through holes, oil psi-sending 
units/sensors, oil and coolant lines, intake 
manifold switches, rear axle fill plug, fuel fittings.

Item Container Size Pack
483629 50 ml tube 6

LOCTITE® THREAD SEALANT 592™

HIGH TEMPERATURE
LOCTITE® 592™ Thread Sealant locks and 
seals threaded fittings. Resists leakage, 
vibration loosening, moisture, hydraulic 
fluids, and diesel fuels. Lubricates 
threads for easy assembly and disassembly. 
Won’t shred or wear like tape. Parts may be 
repositioned up to 24 hours after application. 
Works up to 400°F.

Typical Applications: Head bolts into through 
holes, oil psi-sending units and sensors, oil and 
coolant lines, fuel fittings, rear axle fill plug, 
brake and power steering fittings.

Item Container Size Pack
483631 6 ml tube 12
483630 50 ml tube 6

 LOCTITE® thread sealants seal and secure metal pipes and fittings, filling the space between threaded metal parts. Thread sealants harden 

to prevent leakage caused by vibration loosening, tape shredding, solvent evaporation, damaged threads and temperature cycling. 

Designed for low and high pressure applications, thread sealants seal instantly for on-line low pressure testing. When fully cured, they seal 

to the burst strength of most piping systems.

THREADLOCKERS
Invented by Loctite as a revolutionary method to positively lock and seal threaded fasteners, LOCTITE® threadlocker 
adhesives are used in a wide range of applications – from delicate fuel injection components to heavy-duty transmission 
and engine assemblies. Specified by automotive OEMs and approved for use on factory assembly lines, threadlockers 
work by filling the spaces between threads. The result is a secure, one-piece assembly that will not loosen under stress.

Part Number Product Size

471660 222 - Threadlocker - Low Strength - Purple 10ml

231499 222 - Threadlocker - Low Strength - Purple 50ml

1311375 243 - Threadlocker - Medium Strength - Blue 10ml

1311321 243 - Threadlocker - Medium Strength - Blue 50ml

1331618 263 - Threadlocker - High Strength - Red 50ml

232658 277 - Threadlocker - High Strength - Red - Chemical Resistant 50ml

1175229 290 - Threadlocker - Medium Strength - Green - Wick In 10ml
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THREADLOCKERS

WHEN SHOULD I USE A PRIMER?
Use a primer when both surfaces are considered inactive. 
It is necessary to apply the primer to one surface, in most 
cases, unless gaps are excessive. See chart below.

ACTIVE METALS

 Iron Plain Steel Kovar™ Commercial 
 Brass Copper Monel™ Aluminum
 Bronze Manganese Nickel (with copper content e.g., 6061)

INACTIVE METALS

 Plated Parts Pure Aluminum Plastics Natural or Chemical
 Magnetite Steel Titanium Cadmium Black Oxide
 Stainless Steel Magnesium INCONEL™ Anodized Aluminum
 Galvanized Steel Gold and Silver Zinc (ALODINE®, IRIDITE™)

Low Strength 
Threadlockers

■  Removable with hand tools

■  Adjustment screws

■  Calibration screws

■  Meters and gauges

■   Up to ¼" (6 mm) diameters

Medium Strength 
Threadlockers

■  Removable with hand tools

■  Machine tools and presses

■  Pumps and compressors

■  Mounting bolts

■  Gear boxes

■   Up to ¾" (19 mm) diameters

High Strength 
Threadlockers

■   Removable with heat and 
hand tools

■  Heavy equipment

■  Suspension bolts

■  Motor and pump mounts

■  Bearing cap bolts and studs

■   Up to 1" (25 mm) and larger 
diameters

Wicking 
Threadlockers

■   Removable with heat and 
hand tools

■  Preassembled fasteners

■  Instrumentation screws

■  Electrical connectors

■  Carburetors

■   Up to ½" (12 mm) diameters

LOCTITE® KLEAN N' PRIME
ANAEROBIC PRIMER/ACTIVATOR
A solvent-based primer that features 
very long on-part life. Use to speed 
the cure of all LOCTITE® anaerobic 
products and ensure proper cure on 
inactive metals. Ideal for cure conditions below 
room temperature.

Typical Applications: All nut and bolt 
applications.

Item Container Size Pack
494147 4.5 oz. aerosol can 6
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GASKETING

RETAINING COMPOUND

Silicone

Any gasket shape, any time. LOCTITE® gasketing products offer precise, reliable sealing. These gasketing materials 
include products with excellent fluid resistance and formulations for high operating temperatures, high torque retention 
and sensor-safe characteristics. A leader in form-in-place gasket makers, gasket dressings and general-purpose sealants, 
Henkel offers a choice of LOCTITE anaerobic, RTV silicone or solvent-based products to meet a broad range of complex 
automotive gasketing and sealing needs.

Part Number Product Size

473139 MR GS2 - Gasket Sealant #2 85g

476032 MR 5923 Aviation - Gasket Sealant #3 50ml

661977 MR 5923 Aviation - Gasket Sealant #3 473ml

476033 MR GC4 - Gasket Cement #4 50ml

473169 515 - Gasket Maker - Flexible 50ml

265605 515 - Gasket Maker - Flexible 300ml

2199643 518 - Gasket Maker - Aluminium 50ml

2450583 518 PEN 25ML EU ML AU 25ml

Part Number Product Size

332651 SI 587 - Silicone - Blue Maxx 95g

333949 SI 587 - Silicone - Blue Maxx 300ml

287301 SI 5699 - Silicone - Grey Maxx 95g

473152 SI 5699 - Silicone - Grey Maxx 300ml

640172 SI 598 - Silicone - Black Maxx 95g

287437 SI 5920 - Silicone - Copper Maxx 85g

287421 SI 596 - Silicone - Red Superflex RTV 85g

899129 SI 5900 - Silicone - Black - (Pressure Pack) 190ml

Part Number Product Size

471311 609 - Retaining Compound - Medium/High Strength 10ml

234776 620 - Retaining Compound - High Strength - High Temperature 50ml

469090 641 - Retaining Compound - Medium Strength 10ml

473167 660 - Retaining Compound - High Strength - Large Gap 6ml

Use LOCTITE® Retaining Compounds to bond non-threaded, 
cylindrical metal assemblies. Fill the inner voids in close-fitting 
press fits, lock keyways and secure splines. Prevent wear and 
secure new parts, or restore fit to worn parts. Seal joints to stop 
leakage and prevent fretting and corrosion. Mount bearings and 
bushings, and make press fits and interference fits even stronger. 
Formulated in a selection of viscosity, gap-filling ability, flexibility 
and strength characteristics, LOCTITE® Retaining Compounds can 
be used on all of your tough retaining applications.
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RETAINING COMPOUNDS

LOCTITE® BEARING MOUNT 680™ 
RELAXED FITS
High strength, medium viscosity 
anaerobic adhesive for slip fit 
assemblies. Fixtures in 10 minutes at 
room temperature.

Typical Applications: Replaces set screws, 
clamp rings, snap rings, wheel bearings, idler 
shaft, fit bearings.

Item Container Size Pack
2301375 36 ml bottle 6

LOCTITE® SLEEVE RETAINER 
640™ 
HIGH STRENGTH
High temperature anaerobic adhesive 
that secures slip and press fit 
assemblies. Adds up to 3,000 psi 
holding power. Restores fit to worn or out-of-
tolerance assemblies. Prevents surface corrosion. 
Works to 400°F (204°C).

Typical Applications: Cylinder sleeves, valve 
guides, valve seats, bearings and bushings, 
Woodruff keys, liner assemblies.

Item Container Size Pack
487235 6 ml tube 12
492147 36 ml bottle 6

LOCTITE® PRESS FIT REPAIR 660™ 
FOR WORN PARTS
LOCTITE® Press Fit Repair 660™ is a 
creamy, non-running adhesive used to 
repair fit between parts. Also used to 
repair large gaps to 0.020" (.508 mm) 
in diameter and severely worn parts. Very 
rapid cure.

Typical Applications: Refitting worn shafts, 
housings, coupling and form-in-place shims, 
repairing worn keyways, loose set screws and 
other severely worn parts.

Item Container Size Pack
555337 50 ml tube 6

Use LOCTITE® Retaining Compounds to bond non-threaded, cylindrical metal assemblies. Fill the inner voids in close-fitting press fits, 

lock keyways and secure splines. Prevent wear and secure new parts, or restore fit to worn parts. Seal joints to stop leakage and prevent 

fretting and corrosion. Mount bearings and bushings, and make press fits and interference fits even stronger.

Formulated in a selection of viscosity, gap-filling ability, flexibility and strength characteristics, LOCTITE® Retaining Compounds can be 

used on all of your tough retaining applications.

LOCTITE® BEARING MOUNT 620™ 
HIGH TEMPERATURE
A high temperature (450°F/232°C), high 
viscosity liquid retaining compound. 
Provides a shear strength of over 3,800 
psi on steel. Locks and secures metal 
cylindrical assemblies up to 0.015" (0.381 mm) 
diameter clearance. Prevents metal fretting and 
corrosion. Seals against leakage.

Typical Applications: Axle bearings, water and 
power steering pump pullies.

Item Container Size Pack
555338 36 ml bottle 6
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INSTANT ADHESIVES

ANTI-SEIZE

As an adhesive innovator, LOCTITE® offers a range of quality 
liquids and gels, each specifically designed to meet any 
number of automotive applications. From bonding auto 
trim, to sealing weatherstripping, to repairing broken grilles, 
there’s a LOCTITE® adhesive or sealant for all of your  
repair needs. 

LOCTITE® anti-seize and lubricating compounds are a group of premium quality products 
developed to protect metal parts from corrosion, galling and seizing. Formulated for severe 
environments, these products protect against high temperatures, heavy loads, chemicals, 
pounding and vibration.

Part Number Product Size

265607 401 - Instant Adhesive - Medium Viscosity - General Purpose 25ml

265606 406 - Instant Adhesive - Low Viscosity - Rubbers & Plastics 25ml

466862 454 - Instant Adhesive - Non-Drip Gel 20g

1831562 480 - Instant Adhesive - Rubber Toughened - High Impact & Peel Resistance 20g

476012 Super Glue - Instant Adhesive 3ml

354942 EA 9235 - 5 minute Epoxy Adhesive - E Pox E 25ml

Part Number Product Size

2223521 LB 8008 C5-A Copper Base Anti-Seize - (Tube) 454g

552091 LB 8150 Silver Grade Anti-Seize - (Tub) 500g

641488 LB 771 Nickel Anti-Seize - (Tub) 500g

Accessories

Part Number Product Size

2440509 SF 7063 General Purpose Cleaner 400ml

230824 Brake & Parts Cleaner 400g

300685 SF 7661 Bumper & Tyre Sheen - (Aerosol) 350g

2678959 SF 7200 - MC FREE gasket remover 400ml

642664 SF 790 Chisel Gasket Remover 510g

1024403 LB 8040 Freeze & Release - (Aerosol) 310g

1827849 ML-11 Multi-Purpose Lubricant - (Aerosol) 360ml

366943 SF 7850 Orange Hand Cleaner 400ml

367218 SF 7850 Orange Hand Cleaner 4L

337637 SF 7617 Industrial Hand Wipes 75pack

1606544 SF 7414 Torque Marque 50ml

990067 SF 770 Primer - for difficult to bond rubber/plastics 100ml

1646890 SF 7649 Primer - (Aerosol) 133ml

354940 AA 3645 Rear View Mirror Adhesive 1.2ml

476017 Muffler & Tailpipe Bandage 125cm

476015 EA 9133 Muffler Putty 200g
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ADHESIVES

LOCTITE® SUPER GLUE LIQUID 
INSTANT ADHESIVE
Super strong, super fast adhesive bonds 
materials in seconds, including rubber, metal, 
plastic, glass and vinyl. Makes repairs to almost 
all non-porous surfaces.

Typical Applications: Metal, laminated plastics, 
rubber, ceramics, china. 

Item Container Size Pack
1399967 2 g tube 12

LOCTITE® SUPER GLUE  
LONGNECK BOTTLE
INSTANT ADHESIVE
Features a precision tip that allows controlled 
application without dripping. The long nozzle is 
ideal for gluing hard-to-reach surfaces.

Typical Applications: Bonds ceramic, rubber, 
paper, metal, china, wood and most plastics

Item Container Size Pack
230992 5 g bottle 6

LOCTITE® SUPER GLUE 
PROFESSIONAL 
INSTANT ADHESIVE
Proven superior performance over ordinary 
super glues. It dries clear and sets without 
clamping. It’s resistant to moisture, most 
chemicals and freezing temperatures.

Typical Applications: Ideal for heavy-duty 
projects and repairs. Repairing figurines, 
costume jewelry, cameras, toys, metal car parts, 
wiper blades, rubber seals and O-rings.  

Item Container Size Pack
1365882 20 g bottle 4

LOCTITE® SUPER GLUE ULTRA  
GEL CONTROL 
INSTANT ADHESIVE
Specially formulated, rubber-toughened instant 
adhesive that resists impact, shock, vibration 
and temperature extremes. Ideal for bonds 
subject to daily use and harsh conditions. Dries 
clear and is resistant to moisture and freezing 
temperatures.

Typical Applications: Bonding leather, cork, 
paper, cardboard, wood, chipboard, fabric, metal, 
ceramic, rubber, hard plastics, polycarbonate, 
polystyrene and PVC. 

Item Container Size Pack
1363589 4 g applicator 6

LOCTITE® SUPER GLUE ULTRA  
LIQUID CONTROL 
INSTANT ADHESIVE
The liquid formula works well on a variety of 
porous and non-porous surfaces. Comes in a 
patented side-squeeze design for maximum 
control. It dries clear and sets without clamping. 
Resistant to moisture, most chemicals and 
freezing temperatures.

Typical Applications: Repairing figurines, 
costume jewelry, cameras, toys, metal car parts, 
wiper blades, rubber seals and O-rings. 

Item Container Size Pack
1647358 4 g applicator 6


