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PRODUCT RANGE UPDATE

Hose Size Nom. Size 5m 10m 15m 76m

No 6 5/16” HO0605 HO0610 HO0615 HO0676

No 8 13/32” HO0805 HO0810 HO0815 HO0876

No 10 1/2” HO1005 HO1010 HO1015 HO1076

No 12 5/8” HO1205 HO1210 HO1215 -

Standard Barrier Hose

19mm OD 
(+/-0.5mm)

No 6

8.2mm ID
(+/- 0.4mm)

23mm OD
(+/- 0.8mm)

No 8

10.5mm ID
(+/- 0.4mm)

28.6mm OD
(+/- 0.8mm)

No 12

16.1mm ID
(+/- 0.5mm)

25.4mm OD
(+/- 0.8mm)

No 10

13mm ID
(+/- 0.5mm)

STANDARD BARRIER HOSE - GALAXY A20 (Replaces Galaxy 4826)

76m GALAXY REFRIGERANT 
HOSE REELS

We are excited to introduce our new 76m reels, available in both standard and reduced hose 
configurations. The 76m reel is designed to provide a more user-friendly solution compared 
to heavier bulk reels, offering improved handling, cost savings, and reduced cut-off wastage 
compared to smaller hose packs.

B C D EA

A20 Hose

A B C D E

Chloroprene 
(CR)

Polyamide 
(PA)

Nitrile 
(NBR)

Polyester 
(PET)

Ethylene-Propylene 
(EPDM)

NEW

•  Compatible with R134a, R1234yf & R404a refrigerants
•  Compatible with Mineral, PAG, Ester Oils
• Burst Pressure > 15 Mpa
•  Temperature range -40°C to 125°C 
•  Permeation rate R134a: 3.5 Kg/m2/year
•  Meets worldwide SAE J3062 specifications

Standard Hose: Used for beadlock & barb fittings
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Barb Fitting Beadlock Fitting
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REDUCED BARRIER HOSE - GALAXY 4890 (Replaces Galaxy 4860)

Hose Size Nom. Size 5m 15m 25m 76m

No 6 5/16” HO4605 HO4615 HO4625 HO4676

No 8 13/32” HO4805 HO4815 HO4825 HO4876

No 10 1/2” HO4005 HO4015 HO4025 HO4076

No 12 5/8” HO4205 HO4215 HO4225 -

Reduced Barrier, Air-O-Crimp & Burgaflex Hose

14.7mm OD 
(+/-0.5mm)

No 6

8.2mm ID
(+/- 0.4mm)

17.3mm OD
(+/- 0.5mm)

No 8

10.8mm ID
(+/- 0.4mm)

23.6mm OD
(+/- 0.5mm)

No 12

16.1mm ID
(+/- 0.5mm)

19.4mm OD
(+/- 0.5mm)

No 10

13mm ID
(+/- 0.5mm)

B C D EA

4890 Hose

A B C D E

Chloroprene 
(CR)

Polyamide 
(PA)

Chloroprene 
(CR)

Polyester 
(PET)

Isobutylene-Isoprene 
(IIR)

•  Compatible with R134a, R1234yf & R404a refrigerants
• Compatible with Mineral, PAG, Ester Oils
• Burst Pressure > 20 Mpa
• Temperature range -40°C to 135°C 

• Permeation rate R134a: 0.5 Kg/m2/year
• Permeation rate R1234yf: 0.1 Kg/m2/year
•  Meets worldwide SAE J3062 specifications

Reduced Hose: Used for Reduced Beadlock, Air-O-Crimp 
& Burgalfex fittings 

NEW

Air-O-Crimp FittingReduced Beadlock Fitting

Burgaflex Fitting


